PROFILATRICE | 
PROFILING MACHINE 

MACHINE A PROFILER 
PROFILMASCHINE 


DATI TECNICI TECHNICAL DATA DONNEES TECHNIQUES TECHNISCHEN DATEN 

Motore Motor Puissance du moteur Schleiimotor 1,5 kw 
Giri motore Motor revolutions - ^ Vitesse du moteur Drehzahl des Schleifspindelmotors 2400/2800 
Corsa tavola ” — Cross table Course de la table — — — Loncsbeweg. des Tisches Р/20 250 mm - P/30 350 mm. 
Diametro max utensile Мах фат. oftool Dem. max de l'outil Höchst Werkzeugdurchmesser | 300 mm. 
Diametro max mola Мах diam. of wheel | Diam. max de la meule Höchst Schleifscheibedurchmesser | 250 mm. 
Diametro foro molo Grinding wheel bore | Alesage de la теше Schleifscheibeböhrung 40 mm. 
Spoglia laterale Side clearance Dépoville latérale. | | Flanken hinterschliffwinke! 0-25° 
Peso Weig Poids | Sewicht 430 Kg. 
Dimensioni d'ingombro Dimensions ra Abmessungen 110x130x160 cm. 


^st 


Profilatura fresa Profilatura punte da pantografo 


Cutter profiling ; Routerbit profiling 
Profiloge des fraises Affutage des meches de défonceuse 
Profilierung von Profil Früsers Profilierung von Profilschaftfräsern — — 


Scala di riferimento per spoglia posteriore 
Back clearance reference scole 
Echale de référence pour la déposille postérieur 


Masstab für Winkel hinten 
Centraggio mola Dima e tastatore 
Wheel set up Template and stylus — —— 
Centroge de la meule — : Gabarit et doight de соріоде 
Zentrierung des Schleifscheibe — m Schoblone und Taster 
ACCESSORI IN DOTAZIONE: 
Serie di chiavi, Albero porta frese con riduzioni, attacco porto molo. 
STANDARD ACCESSORIES: 
Set of keys, Mandrel with reduction rings, Wheel holder A 
ACCESSORIES STANDARDS: Pe. 
Clefs de service, Arbre porte fraises avec reductions, Arbre porte meule i 
AUSSTATTUNG: 


Schlüsselserie, Früserdorn mit Reduktionen, Schleifdorn 


ACCESSORI A RICHIESTA: ж 
Alberi vari diametri, Monicotto per profilatura di punte, Diamantatore per mole ceramiche й 
SPECIAL ACCESSORIES: 

Mangels various diameters, Router bits attachment, Diamond dresser for ceramic wheel. 
ACCESSOIRES SPECIAUX: 

Arbres différents diamétres, Manchon pour profiler les mèches, Appareil pour le dressage des mee: 
céramiques. 

SONDERAUSRÜSTUNG: 

Früserdorn verschiedenen Durchme:. orn, Muffe für fassonieren die Spitze, Werkzeuge für die Schleifscheihen 


zu diamontieren. 
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PROFILE MACHINE Р20 


Tab 1 Lifting & Transport 
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PROFILE MACHINE Р20 


List Of Particulars Tab. 4 & 5 


Locking of trace for centering wheel 

Locking screws of wheel sleeve 

Locking rotation wheel for side clearance 

Handle for regulation back clearance 

Locking model to reproduce 

Handle for wheel rotation for side clearance 

Handle for locking adjustable trace of finger holder 
Locking handle mandrel 

Graduate handle for regulation depth of material removal 
Graduate handle for regulation start of profile to reproduce 
Locking of slide of model holder 

Locking handle longitudinal slide 

Locking handle transversal slide 

Metal fixed finger 

Regulation screws of longitudinal trolley movement 
Regulation screws of transversal trolley movement 
Regulation screws slide with mandrel support 

Pull belt screws for transmission of movement (inside the carter) 
Peen regulation 

Graduate nonius for tilting trolley for raised panel cutters 
Graduate nonius for tilting model for raised panel cutters 
Double speed pulley 

Peen "1 

Locking handle peen holder 

Trace for centering wheel 

Housing for dresser 

Locking screws for raised panel cutters trolley 

Support for mandrel 

Graduate nonius for tilting grinding wheel for side clearance 
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PROFILE MACHINE Р20 


List of Particulars 
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PROFILE MACHINE Р20 


Tab 5 List of Particulars 
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Tab 6 


PROFILE MACHINE Р20 


Mandrel 


List Of Mandrel Particulars 


Rotation tree handle 

Fixed support 

shaft (diameter on require) 

Ring nut thread for blocking cutter 
Removable support 
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PROFILE MACHINE Р20 


Lifting, Transport, Obstacles and Foundations 


The machine comes shipped accurately created with the surface worked, not 
vamished, protected by anti-rusting oil. 

In receiving it the client assures that the same during the transportation has not 
suffered any damage. 

If there is, it should be verified. We beg you to notify when it happened with 
haste to the shipping company and/or transportation company and to us the 
producer. 


The raising and the moving go carried out at half crane with cables and bars 
with the dimensions of about 24 mm. treaded in the slot to make a bore in the 
sides of the base as indicated in table 1 


Bifore starting any operation, make sure that slides are locked between pomels 
12 and 13 of Tab. 4. A locking braket warranties a biggest immobility of trolley. 


If you do not have the right lifter, it is advisable to move the machine on wheels 
with the maximum caution. 


DO NOT TRY TO MOVE, FORCING THE PROTECTION ТО RECOVER 
COOLANT LIQUID. 


THE WEIGHT OF THE MACHINE IS ABOUT 450 KG. 


The maximum obstacles are indicated in Table 2. For positioning it is not 
necessary for any foundation, but it is good rule to place one rubber support on 
the corners of the machine between the same and the floor, to avoid the striking 
and vibrations. 

Avoid to position the machine near other that produce vibrations and heat. 
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PROFILE MACHINE Р20 


Cleaning, Oiling And Starting 


The surfaces worked, not varnished, protected with anti-rust oil can be easily 
cleaned with a cloth wet with oil or naftha. 
Afterwards try again for its protection with anti-rust oil. 


ABSOLUTELY DO NOT USE SOLVENTS as they ruin the finish of the 
machine. 


NEVER CLEAN WITH JETS OF COMPRESSED AIR. Much of the particles 
of material blown from the cutter will be abrasive to the grinder with granules so 
fine they will enter between the control of the runner. 


THE SAME CONTROL SHOULD NEVER BE OILED OR LUBRICATED 


INTRODUCTION 


Before following the operations of Introduction you should make sure that the 
STOP BUTTON is in a lifted position. 

In the control sketch Part B are installed: 

A selector for starting wheel; 

A selector for starting pump for the batch of liquid coolant; 

A STOP button for stopping and emergencies. 


kr 
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PROFILE MACHINE Р20 


Setting Up Trimming Operations 
CENTERING WHEEL: Tab. 4 and 5 


For the centering of the wheel, loosen the screws 
(2) and the centering trace (25) by means of the 
handle (1), bring to contact the shaft to the point 
indicated with the wheel, lock the wheel sleeve 
with the screw (2), move back centering trace (25) 
and lock with the handle (1). 


SETTING UP: Tab. 4 and 5 


Position the trimming cutter in the mandrel (Tab. 6). Position and lock by way 
of the handle (5) the copying outline of the cutter. Approach the fixed outline 
toucher (14) at the start trimmer, subsequently, operating the handgrip (9 and 
10), position the cutter with the wheel in the starting position, 


Before following these operations make sure that the fixed toucher 14 ıs ın 
contact with the outline. The diameter equal to the thickness of the wheel. The 
wheel can have diameter of 200 or 250 mm. 


Get the vertical inclination of the wheel, according to the requirements of the 
outline to follow (side clearance), operating the handle (3) for the unlocking, 
and thè handle (6) for the slant neéded; then relock with handle (3). 


Get the back clearance desired operating the handle (4) for the lifting and the 
lowering of the axis of the wheel. To get degrees of back clearance operating the 
graduate scale (table 12) located on the right side of grinding head; this scale 
shows the angles referring to diameter of grinding wheel. 


The possibility of profil is 300 mm. (Diameter) x 250 mm. (Length) 
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PROFILE MACHINE Р20 


Tab 12 Graduate Scale for Back Clearance 
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PROFILE MACHINE Р20 
Instructions For Wheel Dresser 
This device is necessary to profile ceramic wheels when we have to sharpen 


matenals in H.S.S. 


The dresser is used to give the needed profile to grinding ceramic wheel, 
accordingly the model to profile. 


Make sure that thickness of grinding wheel is the same of finger because, in this 
case, you are sure that you have a perfect reproduction of the model. 
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PROFILE MACHINE Р20 


Diamond dresser 
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PROFILE MACHINE Р20 


Tab 15 Movement Transmission 


Wheel rotation is realised with belt transmission system. 

A 2,2 kw power motor is connected trough a flat belt to the grinding spindle. 

On grinding spindle is situated а stepped pulley that allows to run the grinding 
spindle at 2400 or 2800 tpm 
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PROFILE MACHINE Р20 


Tab. 16 Automatic tilting of grinding wheel 


As option we can supply the electric wheel tiling for side clearance angle 
adjustment. Pushing the two buttons situated in front of the machine we can 
ruotate left or right the head. 

Two mechanical stop for limit switches are situated on the ring scale (head back 
side). They can be ruotate and lock on different position to extablish the 
maximun side clearance angle. 


Pagina 15 


PROFILE MACHINE Р20 


Instructions For Raised Panel Cutter Trolley 


This function is useful to obtain side clearance on close deep profile avoiding 
that the wheel's body hits against the external part of profile. 


Locate the cutter on the mandrel and, loosen screws 27, rotate the table up to 
work point. 

The model to be reproduced must be rotated the same number of degrees of the 
table by graduate nonius 21. 

After setting up, proceed as a normal profiling. 


Instructions For Router Bit Attachment 


Take out support 28 from trolley and place 
router bit attachment on the other holder 28. 
Locate the tool on the taper of router bit 
attachment by collet or by a reduction ring. 
After these operations, proceed for profiling 
as usual. 
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PROFILE MACHINE Р20 


Spare Parts List 


Descrizione - Description 

Vite movimento penna 

Screw for tool rest movement 

Chiocciola TPN4 dia. 30x30 mm per vite mov. penna 

Nut TPN4 dia. 30x30 mm for tool rest mov. screw 

Soffietto protezione manicotto porta penna 

Circular bellow protection of tool rest shaft 

Riduttore R 1:10 per inclinazione mola 

Gear box R. 1:10 for wheel side clearance regulation 

Volantino per riduttore 

Fly wheel for gear box 

Ingranaggio rotazione testa (Incl. Mola) 

Gear for head rotation (Wheel Incl.) 

Vite senza fine per rotazione testa 

Endless screw for head rotation 

Vite slitta manicotto mola 

Screw for wheel Up/down slide 

Chiocciola per vite slitta manicotto mola 

Nut for wheel up/down screw 

Lardone per slitta manicotto 

Brass gib for wheel up/down slide 

Volantino per movimento verticale mola 

Fly wheel for wheel vertical movement 

Cinghia piana Т150 sv. 1300х23 mm Рег voltaggio hz 50 

Flat belt T150 sv. 1300x23 mm For voltage hz 50 

Puleggia motore Per voltaggio hz 50 
For voltage 1250 

Puleggia motore Per voltaggio hz 60 
For voltage hz 60 

Cinghia piana T150 sv. 1250x23 mm Рег voltaggio hz 60 

Flat belt T150 sv. 1250x23 mm For voltage 1260 

Puleggia manicotto mola 

Grinding spindle pulley 

Cuscinetto manicotto mola tipo 7205 CD/PADBA 

Grinding spindle bearings type 7205 CD/P4DBA 
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PROFILE MACHINE Р20 


105- 390-5465 
Spare Parts List REITER 
метою OF Frcic 
Descrizione - Description 
Guide tipo 9300 per carrello trasversale,asse Y 453 .©° 
Slides type 9300 for cross trolley, axis Y 
Gabbie rullini 9x12 per asse Y 
Cross rolling bearing 9x12 for axis Y 
Soffietto protezione carrello, asse Y 
Bellow protection for trolley, axis Y 
Guide tipo 9300 per carrello longitudinale,asse X 
Slides type 9300 for longitudinal trolley, axis X 
Gabbie rullini 9x12 per asse X 
Cross rolling bearing 9x12 for axis X 
Soffietto protezione carrello, asse X 
Bellow protection for trolley, axis X 
Vite regolazione posizione laterale della dima 
Screw for template side adjustment 
Chiocciola per vite regolazione laterale dima 
Nut for template side adjustment screw 
Lardone per carrello longitudinale,asse X 
Brass gib for longitudinal trolley, axis X 
Vite incremento dima maggiorata a 15 PI 
(sostituisce l'originale di 12 P occorre rifilettare il foro) 
Template infeed screw 15 РІ 
Spindle replace the ogginal spindle M12 hole must be retapped 
Pompa impianto refrigerante pesc. 180 mm 
such. 180 mm 
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PROFILE MACHINE Р20 


Special Accessories For P/20 


Shaft To Bear Cutters Dia. 20 
Shaft To Bear Cutters Dia. 25 
Shaft To Bear Cutters Dia. 30 
Shaft To Bear Cutters Dia. 40 
Shaft To Bear Cutters Dia. 50 
Shaft To Bear Cutters Dia. 55 
Shaft To Bear Cutters Dia. 60 
Wheel Holder 

Wheel Dresser 

Automatic Tilt Of Wheel 
Device For Profile Drills 
Nipper With Brace For Router Bit Attachment 
Tooth rest for panel saw cutters 
Ceramic Wheel Dia. 250 
Borazon Wheel Dia. 250 - 


Diamond Wheel Dia. 250 
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DESCRIZIONE: 
AUXILIARY, WHEEL AND COOLANT PUMP 
NSERTION, TILTING WHEEL 


NOME DIS.:P20 INCL.INV. DATA 


BARBERINO V.E NOME FILE: P20 INCL.INV.2 
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INVERTER LOCATED CUTSIDE THE CONTROL BCARD 


NOME DIS.:P20 INCL.INV. |DESCRIZIONE: DATA :24/03/2003 
BARBERINO У.Е [МОМЕ FILE: P20 INCL.INV.3 TERMINALS BOARD, COMPONENTS LIS BOARD |РАСІМА 13 OF 3 


) 
FIRENZE ITALY |RELEASE :1.0 DISEGN,.: TADDEI MORENO 


POWER SUPPLY 
_ Vea 50/6092 3ph4PE 
POWER 12KVÀ 
AT MOUNT PROTECTION 
BY FUSES A RAPIO 


M DT 


OF THE CARLES 15 1 mmg 
(EXCEPT THE PREASSEMBLED CABLES) 


FUSES CODE 
| ТҮРЕ | INTERVENTION 


HIER DELAYED 
[мот | Dumm | 


| COLOUR | 


SYMBOL | ОЕЗСАРТОМ | 
EN | Ax | 
BLUE 


- 
. 
NOTE 
F NOT SPECINED THE SECTION 
u) 
- 


т CONTROL CRGUITS 
ea | msg | sue | 
| | | E | CROUITS и 
oN Ro AG 
* 


EN CIRCUITS NOT SISCONNECTED 
PS | BY DISCONNECTING SMITCH 


TLTNG WHEEL 
MOTOR 


UP IMJA, NOME DIS.:P20 INCL.INV. DESCRIZIONE: 
Y 7, 
BARBERINO У.Е | МОМЕ FILE:P20 INCL. INV.1 TENSION 400V, TRANSFORMER, MOTORS, 


ТУЕВТЕВ 
FIRENZE ITALY |RELEASE :1.0 


INVERTER 
ATV—28H U54M2 
220V 3e 


EEN 


DATA :24/03/2003 
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